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Milan Casing Pipe

Milan Shallow Well Plain casing Pipes Conforming To IS 12818

Nominal
Dia
Inch

Outside Dia
mm

Wall Thickness
mm

Outer Dia
Over Socket 

mm 
Max.

C S • P C

 Min. Max. Min. Max.  

  6 165.0 165.4 5.7  6.5 173 4

  7 200.0 200.5 7.0  7.8 212 4

  8 225.0 225.5 7.6 8.8 238 4

10 280.0 280.5 9.6 11.0 292 4

12 330.0 330.6 11.2 13.3 346 4

Milan “Special” Series DeepWell Plain Casing Pipes

Nominal
Dia
Inch

Wall Thickness
mm

Outer Dia
Over Socket

mm
Max.

Collapse
Resistance
K.g / cm2

C D • P C

 Max. Max. Min. Max.  

6 165.0 165.4   9.5 10.5 182 15.5

8 225.0 225.5 13.0 14.2 249 15.5

10 280.0 280.5 16.0 18.0 306 15.5

Milan Shallow Well Plain Casing Pipes Conforming To IS 12818 And DIN 4925

mm

Nominal
Dia
Inch

Outside Dia
mm

Wall Thickness
mm

Outer Dia
Over Socket 

mm 
Max.

Collapse
Resistance
K.g / cm2

C M • P C

 Min. Max. Min. Max. 

  4 113.0 113.3   5.0   5.7 120    7.5

4.5 125.0 125.4   5.0   5.7 131    7.5

  5 140.0 140.4   6.5   7.3 150    7.5

  6 165.0 165.4   7.5   8.5 177    7.5

  7 200.0 200.5   8.8   9.8 215    7.5

  8 225.0 225.5 10.0 11.2 243    7.0

10 280.0 280.5 12.5 14.0 298    7.0

Collapse
Resistance
K.g / cm2

• No Corrosion • No Erosion • No Encrustation • Cost Effective

• Easy to Install • Long Life • Energy Saving• More Water

Advantages of Milan Pipe uPVC well Casing & Screens.

Outside Dia
mm


